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LEGAL NOTES
Every endeavor has been made to 
ensure that the information given 
herein is true and reliable but it is 
given only for the guidance of our 
customers. The company cannot 
accept any responsibility for the 
loss or damage that may result 
from the use of the information, 
due to the possibility of various 
processing or working conditions 
and of workmanship outside our 
control. Users are advised to 
confirm suitability of this product 
by their own tests.0

APPLICATOR RESPONSIBILITY & 
LIMITATION OF LIABILITY
The applicator/installer is solely 
responsible for testing the suitability of 
any Simseal® product for the intended 
substrate, environment and use, 
including on-site adhesion, 
stain/bleed tests, and confirming 
colour/appearance (including batch 
or shade variations). Use of the 
product constitutes acceptance of 
suitability and colour. Except as 
required by the Australian Consumer 
Law, Simseal® disclaims liability for 
losses arising from 
application/installation methods, site 
conditions, or use outside Simseal’s 
published instructions. To the 
maximum extent permitted by law, 
Simseal’s liability is limited to 
replacement of the goods or the 
supply of equivalent goods.

TECHNICAL DATA

Solid:    24 – 26 %
Viscosity at 25°C: 7,000 – 8,000 cPs  Brookfield LV 3, 10 rpm
Specific gravity:  0.86 – 0.90
Heat resistance:  >100 °C
Peel strength: >115N / 25mm ASTM D1876

DESCRIPTION
Simtack Pro Contact Adhesive is a premium quality 
solvent-based synthetic rubber resin adhesive especially 
formulated with heat resistance properties. It is easy to 
spread and can bond a variety of common materials. It’s 
easy-to-use and offers superior bonding strength. It grabs 
immediately upon contact.

FEATURES
• Heat resistant
• Excellent adhesion
• Bonds most materials

APPLICATION DIRECTION
1. Surfaces must be clean, dry and free of dirt, grease, oil or 

water.
2. Stir adhesive before use.
3. Apply the adhesive to both surfaces to be bonded with a 

dry, clean brush or scraper to give a uniform coating.
4. Allow the solvents to evaporate until the adhesive film is 

touch dry. It will take between 5 to 20 minutes depending 
upon surface porosity and weather condition.

5. Position the coated surfaces accurately before assemble 
them. Apply even pressure to consolidate the bond.

CAUTION
• Avoid contact with eyes, skin and mouth.
• Keep out of reach of children. Use in well ventilated areas.
• EUH208 - Contains 3-(2-Aminoethylamino) 

propyltrimethoxysilane. May produce an allergic reaction

APPLICATION 
Ideal for bonding of veneer of timber and laminated plastic 
(e.g. Formica and Laminex), TPO Systems, vinyl flooring, vinyl 
tile, rubber, cork, leather, fiberglass, polyurethane foam, EVA 
to wood, metal or concrete.

CONTACT ADHESIVE
SIMTACK PRO

PACKAGING     15.0 LT 
OPEN TIME     5 to 20 minutes 
APPLICATION TEMPERATURE  -10°C – 40°C 
SERVICE TEMPERATURE   -10°C – 100°C 
SHELF LIFE     12 months


